Resistive Plate Chambers are rugged and affordable gas detectors that have found extensive use in high-energy physics and astroparticle experiments. The main features of these counters are the very large pulse height, reduced cost per unit area and good (about 1ns) time resolution.
A. Single Gap
The original RPC design [1] , included a single gas gap delimited by Bakelite resistive electrodes. Naturally, the counter design has evolved since then, and a modern example is shown in Fig. 1 .
The application of the polarizing potential to the resistive electrode via an electrode with a lower resistivity, but still transparent to the induced signals (see for instance Refs. [22] and [23] ) allows us to operate both signal pickup electrodes at ground potential, while saving the utilization of high-voltage capacitors and avoiding the need for high voltage insulation of the strips.
Glass electrodes, enjoying a mechanical stiffness and surface quality much superior to bakelite, have also been considered in the past and remain in use today (see for example Refs. [2] , [24] , and [25] ). 
III.

B. Double Gap
Double gap designs [4] having a larger number of elements (gas gaps, pickup electrodes), allow for more varied structures than the single gap ones, and two such designs are presented as examples in 
C. "Multigap"
A construction method denominated "multigap RPC" was introduced in 1996 [6] , being especially well-suited for the construction of counters with more than a single gas gap. A schematic drawing is shown in Fig. 3 .
The most preeminent feature of this design is the inclusion of resistive, electrically floating electrodes that divide the gas volume into a number of individual gas gaps, without the need of any conductive electrodes. According to its inventors the steady-state requirement for a null total current on each of the dividing electrodes stabilizes their potential at a value that equalizes the currents flowing in and out by adjusting the gas gain in the neighboring gaps.
Possible drawbacks of this design are the large voltages required, and the fact that at low ionizing particle fluxes the stabilizing mechanism may be dominated by the dark counting rate. 
D. Hybrid Designs
Metallic and resistive electrodes may be combined and still retain the main property of the RPC: the total absence of violent discharges. The only requirement is that no gas gap will be delimited by two metallic electrodes.
Actually, the gas counter formed by two parallel metallic electrodes defining a gas gap is denominated Parallel Plate Chamber (PPC), which has found wide application in the detection of heavy ions and, with wire-mesh electrodes, proposed long ago for high-rate applications [26] . However, possibly due to the violent nature of the discharges, this type of counter never found wide acceptance in HEP. A few schematic examples of hybrid RPCs can be seen in Fig. 4 . [7] , and b) microRPC [9] .
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IV. MODES OF OPERATION
A. Nature of the Operation Modes
RPCs may be operated in avalanche mode or discharge mode. The avalanche mode corresponds to the generation in the gas gap of a Townsend avalanche, following the release of primary charge by the incoming ionizing radiation.
In discharge mode, the avalanche is followed by a "streamer" discharge [27] . In a metallic counter, the discharge will evolve via a sequence of avalanche, streamer, glow discharge, filamentary discharge, and spark [28] . However, the later discharge stages require a considerable current, up to few Amperes, to flow in the gap which is forbidden by the high resistivity of the RPC electrodes.
Optical observations suggest that in glass, the RPCs discharge is quenched at the filamentary discharge stage ( [29] , [30] ). However, for electrode resistivities of the order of 4×10 7 Ω⋅cm, a permanent glow discharge could sometimes be observed [8] .
B. Space Charge Effect
The space charge present in a Townsend avalanche creates its own electric field that is summed to the applied electric field. Three regions can be identified: the total field is larger than the applied field, immediately upstream and downstream from the avalanche, and lower than the applied field over the main avalanche body [31] . For avalanches approaching 10 8 electrons (the Raether limit [27] ), the high-field regions generate the conditions for the development of the cathode and anode (backward and forward) streamers, while the lower field region causes the reduction of gas gain seen by the avalanche (avalanche saturation effect) [27] . Both phenomena, avalanche saturation and streamers, share a common physical origin and are normally simultaneously present.
The existence of a strong avalanche saturation effect in RPCs has been experimentally verified, and has been shown to play a central role in the interpretation of the charge spectra and efficiency characteristics, both for millimeter scale ( [32] , [33] ) and sub-millimeteter scale ( [34] , [35] ) gas gaps.
C. Available Signal
The charge signal ranges from a few pC for the fast (electron) component of the signal in avalanche mode to a range between 50 pC [36] and a few nC ( [37] for instance) in streamer mode.
Naturally, due to the high resistivity of the electrodes, there is a tradeoff between the available signal charge and the counting rate capability (see section V).
D. Gas Mixtures
Modern standard RPCs working in avalanche mode use mostly mixtures of tetrafluoroethane (C 2 H 2 F 4 ) with 2 to 5% of isobutane (iso-C 4 H 10 ) and 0.4% to 10% of sulphur hexafluoride (SF 6 ). The addition of SF 6 has been shown to extend the streamer-free operation region, and to reduce the amount of charge in the streamer ( [32] , [38] ).
In streamer mode, mixtures of argon with isobutane and tetrafluoroethane in widely varying proportions tend to be used. It was recently shown that the addition of SF 6 (4%) to the remaining constituents allowed to reduce the streamer charge to 50 pC, and extend the counting rate capability to 300 Hz/cm 2 while keeping an efficient streamer-mode operation [36] .
V. EFFICIENCY FOR MIPS
In Fig. 5 , a survey of recently published results concerning the efficiency of RPCs for MIPs is shown. For the sake of comparison the reported efficiency of multiple-gap chambers was converted to efficiency per gap (ε (1gap) ) figure by using the formula
which considers the gas gaps as approximately independent counters.
It can be seen that most standard 2-mm gap RPCs show per gap efficiencies between 85% and 95%, irrespective of the operation mode. Smaller gap RPCs show a somewhat reduced efficiency; however, it's still surprisingly large (45%) for 0.1 mm gaps. The difficulties arising with the interpretation of such data have been addressed in Ref. [35] . - [62] , + [61] , x [65] , * [60] , closed circle [7] , open circle [59] , closed triangle [39] , open triangle [64] . Inset:
open square [57] , closed diamond [67] , open diamond [36] , x [43] , * [52] , open circle [66] , open triangle [53] )
VI. RATE CAPABILITY
A. Standard RPCs
In Fig. 6 Fig. 7. Effective gas gain as a function of the counting rate for some special RPCs: PPAC with low resistivity anode [8] (closed circle) and MicroRPC (closed diamonds) [35] (see also Fig. 4 ). The solid line indicates the intrinsic counting rate limitation of metallic counters ( [40] , [42] ),which is reached by both devices.
Only measurements taken with uniform and continuous illumination were considered. An over-optimistic estimation of the rate capabilities may arise if only a small area is irradiated (due to lateral currents in the electrodes), or if pulsed beams are used (see for instance [39] ), presumably due to capacitive and electrode polarization effects. The maximum counting rate corresponds typically to a reduction in the counter efficiency by a few percent.
Present state-of-the-art standard high-rate RPCs reach 3 kHz/cm 2 in avalanche mode and 300 Hz/cm 2 in streamer mode. The data for the "multigap" RPC forms a different curve, seeming to offer an advantage in terms of counting rate capability for a given electrode resistivity.
B. Special RPCs
The combination of typical metallic counter structures like PPC or PPAC [26] with appropriated resistive electrodes yields discharge-tolerant counters that can reach very high counting rates. In Fig. 7 , the effective gas gain as a function of the counting rate is shown for some special RPCs. A PPAC with a low resistivity (ρ = 4×10 7 Ω⋅cm) anode [8] and a microRPC (see also Fig. 4 ) with a Si cathode (ρ = 10 4 Ω⋅cm) and metallic anode ( [40] , [41] ). Both devices reach the intrinsic counting rate limitation of metallic counters ( [40] , [42] ), indicating that no further reduction of the electrode resistivity below 10 7 Ω⋅cm is required for very high rate RPCs.
VII. BACKGROUND COUNTING RATE
Due to the nature of the electrodes, RPCs can accommodate relatively large background (dark) counting rates without much adverse effects. However such currents, above limit, may affect the local and global rate capability, increase the occupancy of the readout electronics, and induce faster ageing.
In Table 1 the published dark count rates of several counters are listed along with their mode of operation, the electrode material, and gap widths. It seems that 2-mm gap streamer mode counters made of glass or bakelite often show dark counting rates on the order of 1 kHz/m 2 . Thinner gap counters, like timing RPCs, show a larger dark counting rate, possibly on account of their much larger surface electric field.
These numbers should however be compared with the counting rate capabilities of standard RPCs reported in Section V(A), ranging from 3×10 3 kHz/m 2 to 3×10 4 kHz/m 2 . The 0.4 mm counter made with very clean Si electrodes stands out as featuring a very high counting rate along with a low dark rate for such a small gap.
Effective gain
It should be noted that many authors quote the dark currents instead of the dark count rate. Since the dark currents include an unknown fraction of conduction current through the spacers and frames, it is impossible to calculate which part corresponds to an effective counter occupancy.
The problem of understanding and reproducibly controlling the dark count rate of RPCs, is one of the most important open problems for practical applications. 
VIII. AGEING
Although there is already some satisfactory long-term operational experience in HEP experiments [43] , where the irradiation dose is much larger than in cosmic ray physics, the difficulties encountered by the BABAR collaboration [44] will possibly motivate us in the near future to revise certain commonly accepted construction procedures.
IX. TIME RESOLUTION
A. Standard RPCs
A survey of recently published results concerning the time resolution of RPCs for MIPs as a function of the gap width are shown in Fig. 8 .
Most standard 2-mm gap RPCs reach a resolution between 1 and 1.5 ns σ, independently of the operation mode. These results are normally taken using a simple leading-edge discrimination technique. [56] . (Legend: closed diamond [43] , closed circle [53] , closed triangle [56] , large closed square [57] , small closed square [67] , + [39] , x [46] , open square [7] , oe [45] , open triangle [65] ,
- [64] , open diamond [63] , * [62] ; solid symbols -streamer mode, hollow symbols -avalanche mode). Fig. 9 Principle of operation of timing RPCs. The initial current grows exponentially in time until the discriminating level is reached. The time delay is independent from the position occupied by the initial charges, being the observed timing jitter dependent on the avalanche and cluster statistics and on the current growth rate αv
B. Timing RPCs
Timing RPCs have been recently developed [19] and reach currently a resolution of 50 to 60 ps σ for electrode areas ranging from 9 cm 2 ([7] , [45] ) to 1600 cm 2 [46] . An array of 32 counters with an area of 9 cm 2 each (of the type described in [7] ) has been also successfully tested, showing in particular a very small amount of cross-talk ( [47] , [48] ).
Timing resolution [psec]
The possibility of simultaneous two-dimensional measurement of the avalanche position with millimetric accuracy and time measurement with a resolution of 50 ps σ has been recently demonstrated in single-gap counters ( [49] , [50] ) aimed to be applied in relatively small and very accurate TOF systems.
The principle of operation of timing RPCs is illustrated in Fig. 9 , based on the model described in [35] . The initial current grows exponentially in time until the discriminating level is reached. The time delay is independent from the position occupied by the initial charges in the gap, providing excellent timing. The observed timing jitter dependents on the variation of the initial current (avalanche and cluster statistics) and inversely on the current growth rateαv, where α is the First Townsend Coefficient and v is the electron drift velocity. It is also clear from the figure that in first approximation the timing accuracy should be independent of the discriminator level. Both this effect and the inverse dependence on αv have been experimentally confirmed. 
X. POSITION RESOLUTION
A. Standard RPCs
The majority of RPC applications do not require the determination of the avalanche position with accuracy better than ∼1 cm and therefore little effort has been made to optimize their position resolution.
However a small study has been done with soft X-rays in an 8 mm gap RPC equipped with 0.38 mm pitch strips below the anodic resistive plate, yielding the position of the induced charge profile centroid with a resolution of 115 µm FWHM [51] .
B. MicroRPC
A 100 µm gap RPC equipped with a solid X-ray converter and anodic strips placed at a pitch of 30 µm has shown a position resolution of at least 30 µm FWHM in digital counting mode [9] . A schematic view of the device is shown in Fig. 10 , along with the most important results. The events could be mostly concentrated in a single 30 µm wide strip.
The reasons for this result are the good localization of the primary charge given by the solid converter and the fact that most of the charge in the avalanche (due to its exponential growth in space) is developed very close to anode, yielding a very narrow induced charge profile.
XI. CONCLUSIONS AND OUTLOOK
Being robust (free of potentially damaging discharges) and affordable, standard RPCs enjoy today a wide acceptance in the HEP and Astroparticle community.
Two operation modes with similar efficiency and time resolution characteristics are available, with a tunable signal charge ranging from a few pC for the fast signal in avalanche mode to a range between 50 pC and a few nC in streamer mode.
The efficiency per gas gap for MIPs ranges from 45% for 0.1 mm gaps to 95% for the more common 2 mm gaps. Efficiencies above 99% are routinely reached by the use of 2 or more gaps sharing the same readout structure. A good time resolution, from 1 to 2 ns σ, is also routinely achieved in either operation mode.
Present state-of-the-art counters reach counting rates up to a few kHz/cm 2 in avalanche mode and up to a few hundred Hz/cm 2 in streamer mode.
Recently some exciting developments have been made using special configurations. Timing RPCs, made with glass electrodes that define several thin (0.2 to 0.3 mm) gas gaps, have reached a time resolution of 50 ps σ, opening perspectives for affordable high-granularity TOF counters. This performance is kept at least up to an electrode area of 800 cm 2 per readout channel and seems to be independent of the number of gas gaps (at least up to 5). Very high rate operation (10 MHz/cm 2 at a gain of 5×10 4 ) was demonstrated for two different counter constructions, both featuring medium resistivity electrodes (10 4 to 10
